
Mounting the QLICK facing holder

Quick and easy installation of side panelling is possible with the QLICK fascia holder. For a visually appealing 
end result, we recommend trimming the ends of the planks again before installation. Before cutting to size 
and laying, ensure that the boards are cut to size under the same external conditions (e.g. temperature) and 
processed accordingly.

Tools required: 

Spanner SW 13

Ratchet with 13 mm 	

	 socket

Cordless screwdriver

Bit attachment TX20 

Bit attachment TX15
The QLICK fascia holder is used to hold 
QLICK boards for the side cladding of the 
terrace and enables the boards to be easily 
removed and reinstalled.
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Further information can be found at www.karle-rubner.de
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The plank may protrude a maximum of 71 mm, measured from the outer 
edge of the QLICK fastener to the end of the plank.

For plank thicknesses between 22 - 26 mm, the 40x40x3 mm spacer plate 
included in the scope of delivery must be used when installing the panel 
holder must be used. The spacer plate is not required when using boards 
< 22 mm. 

Click the adapter into the system rail. If the panelling is placed around 
a corner, two adapters are positioned directly next to each other at the 
corner.

Lay out the planks for the side 
panelling in front of the panel 
holders.

Click the QLICK fasteners for the 
side panelling into the groove at 
the height of the panel holder.

Alternatively, the fasteners can also be pushed into the groove at the 
side and positioned at the height of the panel holder.

Fit all panel holders using the accessories supplied. Pay attention to the 
positioning/alignment at the corners.
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Preparation of the side panelling
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Screw all adapters to the system rail using a 3.9 x 16 mm drilling screw.
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Fitting the adapter
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Additional adapters are clicked in at a maximum distance of 800 mm.
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The QLICK fasteners for the side 
panel are positioned in the centre 
of the facing holder.
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The supplied 3.9 x 9.5 mm screw is 
only screwed into the respective 
QLICK fastener from the top plank 
into the first groove. This serves as a 
pull-out protection.

If necessary, the plank can still be moved after clicking in.

This process is repeated for the upper plank to the side panelling.
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The top QLICK plank is always levered upwards first. Once the maintenan-
ce work has been carried out, for example, the planks can be clicked in 
again in the same way as during installation.
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The side panelling is installed from the bottom up. The plank is hooked in 
with the QLICK fasteners for the side panelling and clicked into place by 
applying pressure from above.
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Remove and replace the plank


